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1. GENERAL OVERVIEW 
 

1.1 BASIC FUNCTIONS AND AREAS OF APPLICATION 
SANIKOM packers are inflatable rubber products for the rehabilitaAon of damaged pipelines using suitable resin-- 
soaked fabric. 
 
 

1.2 BASIC DATA 
 
Please see the aUached document, Packers – Technical data for basic data. 
 

1.3 ENVIRONMENTAL CONDITIONS AND RESTRICTIONS OF USE 

 
 
The standard version of SANIKOM packers is NOT suitable for use in potenAally explosive atmospheres. Further 
informaAon on special types of SANIKOM packers for potenAally explosive atmospheres is available from the 
manufacturer or its official representaAve. 
 
 
 
 
 
 

1.4 SAFETY AND PERSONAL PROTECTIVE EQUIPMENT 
 
When working with SANIKOM packers, always wear personal protecAve equipment, such as a helmet, goggles, 
gloves, protecAve footwear, and ear protecAon. 
  

  

WORKING TEMPERATURE RANGE TEMPERATURES BELOW THE MINIMUM 
PERMISSIBLE VALUES 

TEMPERATURES ABOVE THE MAXIMUM 
PERMISSIBLE VALUES 

 
–20 do +80 °C 

(–4 do +176 °F) 

–40 do –20 °C 
(–40 do –4 °F) 

up to 1h 

80 do 90 °C 
(176 do 194 °F) 

up to 3 h 
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2 STORAGE 
 
Sanikom packers should be stored in a cool, dry and dark place. Protect from UV light and sun rays. 
 

Packers should be stored at room temperature, ideally. The temperature range is between 8 and 
30 degrees Celsius. 

 
 
 
Enclosing the packer within a box during storage is advisable, specifically safeguarding the eye li^ing bolts and 
pneumaAc couplings. 
 
 

3 TEST 
 
All Sanikom packers undergo tesAng subsequent to manufacturing, uAlizing the nominal working pressure within a 
pipe. 
 
 

DO NOT INFLATE THE PACKERS OUTSIDE OF THE PIPE!!! THIS MAY 
RESULT IN SERIOUS OR EVEN FATAL INJURIES!!!! 

 

4 INSTRUCTIONS FOR SAFE USE OF SANIKOM PACKERS 
 
Non-compliance with the instruc3ons may pose a risk to users and third par3es and cause various injuries, which 
is why the instruc3ons must be read and understood before using the product! 
 

• Always use the calibrated SANIKOM accessories of the prescribed working pressure raAng. 
• Do not use the product in pipes of an inner diameter that exceeds that of the product. 
• Never exceed the maximum inflaAon pressure. 
• ConAnually check the pressure in the SANIKOM packer and adjust it as required. 
• Improper use of SANIKOM packers is prohibited, and the manufacturer is not liable for damage caused by 

improper product use. 
• Always use the specified personal protecAve equipment when working with SANIKOM packers. 
• An open flame and smoking are prohibited when working with SANIKOM packers. 
• The standard version of SANIKOM packers is NOT suitable for use in potenAally explosive atmospheres. 

 
 
BEFORE USING SANIKOM PACKERS, READ THE INSTRUCTIONS CAREFULLY. THE RECOMMENDATIONS, 
REQUIREMENTS AND INSTRUCTIONS FOR THE USE OF PACKERS APPLY TO ALL SIZES AND TYPES OF SANIKOM 
PACKERS. THE INSTRUCTIONS MUST BE ACCESSIBLE TO ALL USERS OF SANIKOM PACKERS. 
 
Users are required to familiarise themselves with the instruc3on manuals prior to use. The company Sanikom 
d.o.o. disclaims any responsibility for the end user’s failure to adhere to the correct procedures for the use of 
Sanikom inflatables. 
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4.4 HANDLING 
 
The Sanikom packers are designed to be the lightest on the market. Their features, such as aluminium alloys and 
plasAcs, enable them to be transported and inserted by a single person. 
 
Please consider the transportaAon of packers exceeding 20 kilograms (40 pounds) in weight. It is advisable to seek 
assistance from another qualified individual when transporAng and installing larger and heavier pneumaAc 
equipment packers. 
 
 
 

4.5 WORKING AREA  
 

- The temperature must not surpass 80 degrees Celsius.  
- It is impera3ve that the area is adequately illuminated to facilitate the execu3on of the work in an 

appropriate manner. Please refrain from using open flames for illumina3on purposes. 
- The pipeline must undergo comprehensive cleaning; ensuring the absence of any sharp edges or 

abrasive debris is impera3ve. Even a minor sharp edge or piece of debris could present a significant 
safety hazard and poten3ally result in a rupture packer. 

- Access to the working area with Sanikom packers is restricted to qualified personnel only. Unauthorized 
individuals are advised to refrain from entering this area. In the event that supplementary risks pose a 
threat to individuals and the environment, it is impera3ve that professional personnel undertake all 
necessary precau3onary measures to mi3gate such risks. 

- Sanikom packers exhibit resistance to faeces and typical household wastewater. Should there be any 
suspicion regarding the presence of non-standard chemicals, it is advisable to consult the manufacturer. 
U3lising various protec3ve coa3ngs, as an alterna3ve to PVC foil for packer protec3on, is permi^ed 
exclusively with the manufacturer's consent. 
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5 CHOOSING THE RIGHT PACKER 
 
 
Sanikom packers are available in a variety of configura7ons. Selec7ng the op7on that best aligns with 
your intended applica7on is of utmost importance. We encourage you to consult the manufacturer for 
further details. The table below presents a selec7on of the most commonly used packer types. 
 
 
 

Intended use Packer 

The pipe in which the packer will be used is straight or at an angle of up to 45 °. Unrestricted 
access to the pipe in which the packer will be used.* No fluid flow through the pipeline is 
expected during the use of the packer. The pipe in which the packer will be used is not limited 
in longitudinal direc@on. 

Sanikom HB PACKERS 

The pipe in which the packer will be used is straight or at an angle of up to 45 °. Unrestricted 
access to the pipe in which the packer will be used.* Fluid flow through the pipeline is expected 
during the use of the packer.** The pipe in which the packer will be used is not limited in 
longitudinal direc@on 

Sanikom FL Packers 

Rehabilita@on of pipe elbows 45° - 90°. Unrestricted access to the pipe in which the packer will 
be used. No fluid flow through the pipeline is expected during the use of the packer. The pipe 
in which the packer will be used is not limited in longitudinal direc@on. 

HP T-90 Packer 

Pipes of larger cross-sec@ons. The pipe in which the packer will be used is straight or at an angle 
of up to 45°. Restricted access to the pipe in which the packer will be used. No fluid flow through 
the pipeline is expected during the use of the packer. The pipe in which the packer will be used 
is not limited in longitudinal direc@on. 

Pillow packer 

 
 
The upper and lower usage ranges are specified for each Sanikom packer. The nominal size of the packer, 
as well as the appropriate area for its applica7on, is indicated on each packer.  
Before u7lising the packer, it is impera7ve to measure the inner diameter of the pipe into which the 
packer will be inserted and verify that the pipe diameter aligns with the specified usage range of the 
packer. 
 

- UNDER NO CIRCUMSTANCES SHOULD A PACKER BE UTILIZED IN THE PIPE BEYOND THE 
DESIGNATED WORKING RANGE OF THE PACKER!! 
 

Select a packer that exceeds the calculated length of the product. The approximate contact lengths are 
indicated by blue lines on the product, as illustrated in the picture below. Given the specific proper7es of 
the rubber material, the posi7oning of the contact surface may vary to some extent. Therefore, in marginal 
cases, we recommend selec7ng a packer one size longer. 
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5.4 THE WORKING AREA OF THE PACKER 
 

 
In the case of the packers HP-T90° and HP-T90°R, only the rehabilitaAon surface is marked. 
 

5.5 INFLATION 
 
Sanikom packers should only be inflated with air. Water may be used only in excepAonal cases.  
The proper use and sequence of the Sanikom accessories ensures that the packer may be used in a safe manner.  
 

- INFLATION OF THE PACKER IS PROHIBITED WITHOUT THE USE OF THE CONTROLLER, WHICH IS FITTED 
WITH THE APPROPRIATE SAFETY VALVE! 

 
The subsequent diagram illustrates the appropriate sequence for packer inflaAon, thereby ensuring that the 
maximum permissible pressure is not exceeded. 
 

 
 

Source of 
the air Controller Packer

Contact surface at the minor diameter 

Contact surface at the major diameter 
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The user holds the responsibility for the proper preparaAon of the air source, the maintenance of the correct inlet 
pressure, and the assurance that the pressure at the connecAon to the controller does not exceed the maximum 
permiUed-rated pressure for that controller.  
If the user uses a pressure vessel as the air source, a pressure regulator must be employed to reduce the pressure 
before it enters the controller. If a compressor is used as the source, the preparaAon unit must be used to separate 
water and oil from the air. Oil or water intrusion into the packer may impede the rubber, significantly diminishing the 
packer's operaAonal lifespan. 
 
The figure below shows the main components of the controller.  
 
 

 
 
 
 
 
The quick-connect fiengs are designed to facilitate the connecAon of the air supply on one end while simultaneously 
connecAng the inflaAon hose to the packer on the opposite end. The ball valve serves the purpose of filling the packer 
with the air source. It is imperaAve that the rate of inflaAon is conducted slowly and in a controlled manner, with 
reference to the pressure gauge. Furthermore, it is essenAal to acknowledge that when uAlising stronger pressure 
sources with substanAal airflows or when employing these methods to fill smaller-sized packers, the rate of filling 
must be appropriately adjusted.  
An addiAonal safety feature of the controller is a safety valve, which is set to 1.1× working pressure. If the working 
pressure is exceeded, the safety valve is acAvated and begins to reduce the pressure in the packer 
 

- The flow-through of the safety valve upon ac3va3on is constrained. In instances involving high-flow 
capacity air sources, it is possible that the ac3vated safety valve does not en3rely halt the infla3on of the 
packer but merely reduces its rate. The ac3vated safety valve produces a dis3nct and pronounced sound. 
Upon ac3va3on of the safety valve, the user is required to promptly close the ball valve on the controller 
to cease the filling of the packer.  

- The u3lisa3on of packers at opera3onal pressure values exceeding the designated threshold is strictly 
prohibited. The controller must remain connected to the packer during the infla3on procedure and while 
the packer is under pressure. It is essen3al to always u3lise a controller with a suitable pressure ra3ng 
and dimensions for the infla3on of the packer. 

Safety valve Pressure gauge 

Ball valve 

Quick connect fieng 
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To empty the packers by means of the controller, unscrew the safety screw on the safety valve of the controller. 
Check the Figure below. 
 
WARNING: Once emptying is finished, re3ghten the safety screw on the safety valve. Failure to do so will prevent 
the use of this controller for the next filling. 
 
 
 
 
 
 
 
 
 
 

5.6 OTHER ACCESSORIES 
 
The recommended inflaAon hoses for the Sanikom Packers are Sani InflaAon hoses. UAlizing these hoses ensures 
effecAve operaAon across the enAre operaAng envelope. Users may opt to employ other approved inflaAon hoses at 
their discreAon. It is important to note that these hoses are not designed for pulling purposes, as they may experience 
breakage, leading to potenAal leaks or the risk of a stuck packer. To employ the rope for pulling or anchoring purposes, 
users should securely aUach it to the designated anchor point on the packer. 
 
Push rods are uAlised to posiAon the packers. It is advised to use Sanikom push rods, which allow for precise 
placement of the packer. The push rods should not be directly connected to the compressor but should be posiAoned 
a^er the pressure controller. They come in standard lengths ranging from 0.5 m to 3.0 m, available in both round and 
hexagonal coupling designs. 
 

5.7 ADJUSTMENTS OF FL PACKER (FLEX PACKER) TO DIFFERENT PIPE DIAMETERS 
 
The Sani FL Packer is equipped with a simple and efficient mechanism that enables users to adjust the wheels in 
accordance with the specified pipe diameter. Its design incorporates a spring-loaded locking mechanism, which can 
be engaged using a standard screwdriver of a smaller diameter or any appropriately sized rod that fits the mechanism. 
Users are thus afforded the ability to modify the wheel seengs to suit their specific requirements. It is advisable to 
ensure that the gap is lubricated regularly to facilitate smooth operaAon. See the Figure below for more details. 
  

1 2 3 
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6. CORRECT USE OF SANIKOM PACKERS 
 
 
To ensure correct use and to increase the lifeAme of the packers, make sure to follow the instrucAons wriUen 
below. 
 

- ENSURE YOU UTILIZE THE APPROPRIATE PACKER FOR THE SPECIFIC TASK. CONSULT THE TABLE IN 
SECTION 5 FOR HELP. 

 
 Before starAng the work, ensure that all the packers and required equipment are in good shape. Perform a visual 
inspecAon of all the equipment. 
 

- IT IS IMPERATIVE TO REFRAIN FROM UTILIZING ANY EQUIPMENT THAT IS DAMAGED. SHOULD ANY 
UNCERTAINTIES ARISE REGARDING THE SAFETY OF A PRODUCT, IT IS ESSENTIAL TO CONSULT THE 
MANUFACTURER FOR A PROFESSIONAL ASSESSMENT. 

 
- ENSURE THAT THE PIPE IS CLEANED PROPERLY BEFORE STARTING THE WORK. ALSO MAKE SURE THAT 

THE EQUIPMENT USED IS CLEAN AND PROTECTED. 
 

Ensure that the packer is correctly inserted into the pipe. Check the Figure below for visualisaAon. 
 
 
 

 

Correct insertion of SANIKOM packers. 
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6.2 STEP BY STEP GUIDE FOR SECTIONAL REPAIR 
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WARNING! 
NEVER USE SOLVENTS, HYDROCARBONS AND OTHER AGGRESSIVE CLEANING AGENTS. USE OF SUCH AGENTS 
CAN RESULT IN DAMAGE OR EVEN DESTRUCTION OF THE PACKER. 
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7. MAINTENANCE  
 

It is imperaAve to ensure that the packer is cleaned regularly, uAlising water and a 
mild soap soluAon. This pracAce is essenAal for maintaining the packer's 
performance over its lifespan. AggluAnated dirt should be removed from the packer's 
surface using a hard-bristled brush. The brush should be moved in mulAple direcAons 
during the cleaning process. The use of sharp objects for the removal of dirt is strictly 
prohibited. A^er the removal of aggluAnated dirt, it is advisable to dampen the stains 
on the packer with a mild soluAon of dishwashing detergent and lukewarm water, 
subsequently removing any residual dirt from the surface with a hard-bristled brush. 
It is strongly recommended to avoid the use of petrol, solvents, alcohol, or any 
aggressive cleaning agents. 
 
 
 
 

 
 
- Avoid using high-pressure cleaners! Do not clean packers with solvents, hydrocarbons, or other harsh agents, as 
they can cause permanent damage or destroy the packer. 
 
Inspect the clean and dry packer thoroughly by following these steps:   

• Look for air pockets, cuts, and any worn parts. Use chalk to mark any damage or defects. Reach out to the 
manufacturer or their authorised representaAve to discuss the extent of the damage and whether the 
packers can be used further.    

• Assess the connecAng coupling. If any damage hinders connecAng the hose connector to the packer's 
coupling, replace the coupling. 

 

7.1 REPLACING COUPLINGS, EYEBOLTS, FLOW HOSE 
 
 
The replacement of the coupling or eyebolt is straighnorward.  
 

• To change the coupling, just unscrew it from the packer with a wrench. Remember to apply sealing tape or 
liquid sealing adhesive when pueng in a new coupling to achieve airAghtness.  

 
• To replace the damaged eyebolt, unscrew it from the hole, clean the thread, and insert a new eyebolt into 

the hole. 
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• Replacement of the flow tube in Sanikom flexible packers 

 
The user can effortlessly replace the flow tube. The diameter of the flow tube is conAngent upon the size of the 
packer. Smaller packers uAlise a 1-inch tube reinforced with steel wire, while larger diameter packers are equipped 
with a 2-inch tube. This design allows the packer to maintain both flexibility and rigidity when required. The 
subsequent steps should be adhered to for replacing the tube. It is advisable to uAlise gloves and other protecAve 
equipment while undertaking this task. It is advisable to have a two-man crew when performing this task. 
 

- Unscrew the nuts  
 
The nuts on both ends are unscrewed using an adjustable wrench.  
 

- Remove the O-Ring 
 

Remove the o-ring seals on both ends of the tube. 
 

- Remove the old tube 
 

- Thoroughly clean  
 
Clean the flanges thoroughly to eliminate any debris, dirt, or other stains. Also, ensure the threads of the 
nut are cleaned. 
 

- Insert new tube 
 

Begin by laying the new tube flat on the ground and stretch it out to ensure it is as straight as possible. Next, 
take a push rod of the appropriate length and insert it into the tube, which aids in the installaAon process. 
A^er that, posiAon the push rod along with the tube into the flange and push it through the packer. On the 
opposite side, use a screwdriver to align the end of the push rod with the center hole of the flange. Finally, 
push the tube through the packer, ensuring that both ends of the tube are posiAoned evenly at the packer's 
edges. 
 

- New seal installa3on 
 

Both O-ring seals should be replaced with a set of new seals. Simply slip the O-ring onto the tube and push 
it into the packer flange. 
 

- Tighten nuts 
 
Use a small amount of lubricant on the threads before Aghtening to prevent the locking of the aluminium 
nut. The Aghtening torque should be sufficient to feel the o-ring seal squeezing the tube. If, a^er inflaAon, 
the tube is leaking at the seal, a small reAghtening of the nut is required. 
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7.2 VISUAL DAILY INSPECTION 
 
 
The test may be performed outdoors only while taking into account the safety distance between persons in the 
vicinity and the test item, as well as between buildings nearby and the test item. 
 

- Visual check of the non-inflated packer 
 

Visually check the non-inflated packer for abnormal bulges, punctures, cuts or other mechanical damage. If necessary, 
apply soapy water over the enAre surface of the packer, including the connecAon point and Eyebolts, if any. Visually 
check for leaks of the packer and the connecAon. 
 

- Visual check of the inflated packer 
 

Inflate the packer (not applicable to Pillow packers) up to 1.2× the minimum nominal diameter of the selected packer. 
Visually check for any unusual bulges, punctures, cuts, or mechanical damage. If necessary, apply soapy water over 
the enAre surface of the packer, including the connecAon point and eyebolts. Visually check for leaks of the packer 
and the inflaAon connecAon. Inflate the pillow packer up to the maximum nominal diameter, at which point the 
pressure in the packer may not exceed 0.1 bar. Visually check for any unusual bulges, punctures, cuts, or any other 
mechanical damage. If necessary, apply soapy water over the enAre surface of the packer, including the connecAon 
and eyebolts. Visually check for leaks of the packer and the inflaAon connecAon. 
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8. LIMITED WARRANTY 
 

1.1 The Manufacturer warrants for twelve (12) months following the date of delivery, all Packers 
(herea^er referred to as Products) to be free from defects in material and workmanship. If any of the 
Products are found to be defecAve, such Product will, at the Manufacturer’s costs and its discreAon be 
replaced or repaired. 

1.2 The main purpose of ArAcle 1.1. (Warranty) shall be to provide the Buyer with free repair and replacement 
of defecAve goods on condiAon that the Manufacturer acknowledges the Buyer’s claim as jusAfied. Such 
assurance is deemed to fulfil its essenAal purpose as long as the Manufacturer is willing and able to repair 
or replace defecAve goods and when the product is not funcAoning in line with the representaAons in the 
technical specificaAons. 

1.3 Products, which may be sold by the Manufacturer but are not manufactured by it, are not subject to this 
warranty and are sold exclusively with warranAes, if any, by their original manufacturer. 

1.4 The Manufacturer’s warranty does not apply to any Products which have been subject to misuse, 
mishandling, misapplicaAon, or neglect (including but not limited to the use of unauthorised components or 
aUachments) or if adjustment or repair have been performed by anyone other than the Manufacturer or one 
of its authorised agents. 

1.5 Any claim by the Buyer with reference to the Products shall be deemed waived by the Buyer unless submiUed 
in wriAng to the Manufacturer within the earlier of (I) eight (8) days following the date Buyer discovered any 
defect, or (II) twelve (12) months following the date of delivery. 

 
2. LIMITATION OF LIABILITY 

 
2.1 If, within a term sApulated in ArAcle 1.5, the Manufacturer submits a jusAfied claim according to the 

provisions thereof, then the Manufacturer may either: 
 

2.1.1. repair the Product; 
2.1.2 replace those components of the Product which are of poor quality; 
2.1.3 replace the Product if repair is not possible, or 
2.1.4 return the purchase money for the Product or its component of poor quality; 

 
A^er performing any of the above, the Manufacturer is free from any other liabiliAes whatsoever toward 
the Buyer. 
 

2.2 The Manufacturer use its own discreAon to decide on the way of eliminaAng defects on the Product quoted 
in ArAcles 2.1.1 to 2.1.4 and pays thereby regard of the faultless funcAonality of the objected Product. 

 
3. DISCLAIMER OF CONSEQUENTIAL DAMAGES 

 
3.1. The Manufacturer’s warranty is subject to the following condiAons: 

3.1.1. The Manufacturer shall not be held liable for any deficiencies in Products manufactured according to 
drawings, project dra^s or specificaAons provided by the Buyer; 

3.1.2. The Manufacturer shall not be held liable for any deficiencies resulAng from ordinary wear and tear, 
intenAonal damage, neglect, abnormal operaAng condiAons, non-observing the Manufacturer’s instrucAons 
(whether oral or wriUen), misuse and change and repairs of Products without the Manufacturer’s approval; 

3.1.3. The Manufacturer shall not be held liable if the purchase money has not been completely paid within the 
agreed term; 

 
3.2. Manufacturer shall neither be held liable to the Buyer nor considered to violate the contract, if it is in 

delay at performing or fulfilling any obligaAons whatsoever that it has as the Manufacturer in connecAon 
with the Products, or if such a delay or non-fulfilment results from a reason, on which the Manufacturer 
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has no influence. Without limiAng the above menAoned, the following is considered the reason on which 
the Manufacturer has no influence: 

3.2.1 Force Majeure, explosion, flood, storm, fire or accident; 
3.2.2. war or threat of war, sabotage, insurrecAon, riots or requisiAon; 
3.2.3. all laws, restricAons, regulaAons, by-laws, prohibiAons or any other measures by the governmental, 

parliamentary or local bodies; 
3.2.4. import and export regulaAons or embargo; 
3.2.5. strikes, lock-outs or other industrial measures or trade disputes (if including Manufacturer’s 

employees or third party); 
3.2.6. difficulAes with the supply of raw materials, workforce, fuel, parts or machinery; 
3.2.7. power blackout, break of machinery. 

 
4. DEFECTIVE PRODUCTS POLICY 

 
4.1 To obtain performance under this warranty, any products suspected of having a manufacturing defect in 

materials or workmanship shall be returned freight prepaid for inspecAon to Sanikom, Vrtna ulica 39, 4294 
Križe,, Slovenia. The Manufacturer obliges itself to decide upon the jusAficaAon of the claim within forty-five 
(45) days following the date the Manufacturer receives such a claim. The Manufacturer’s decision is final. 

 
5. CUSTOMER TRANSPORTATION REIMBURSEMENT 

 
5.1 Whenever the Manufacturer repairs or replaces the product at its expense or returns the purchase price, the 

Manufacturer will reimburse the dealer or the Buyer (depending on each case) by a credit note, the same 
surface freight amount the distributor or the Buyer had when returning the Product to the Manufacturer. 

 
6. GENERAL 

 
6.1 The foregoing warranty is in lieu of all other warranAes expressed or implied, including those of 

merchantability or fitness for any purpose not expressly set forth herein. 
6.2 No statement or assurance of the Manufacturer, by words of acAon, other than as set forth herein shall 

consAtute a warranty. The rules of the UN ConvenAon on contracts for the internaAonal sale of goods shall 
not apply. 
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9. QUICK REFERENCE FOR THE USE OF SANIKOM PACKERS 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  

STEP 1: 
Carefully read the instrucAon manuals before 
starAng the work! Choose the appropriate 
packer for the type of the job. Refer to the tables 
in the manual for reference. 

STEP 2: 

Inspect the equipment required for any signs of 
visual damage or faults. It is imperaAve not to 
use any damaged equipment as to do so may 
result in serious injury or even death! 

STEP 3: 

Clean the pipe thoroughly. Even the smallest 
imperfecAons, dirt or any other debris may 
cause damage to the packer and in extreme 
cases, even burst! 

STEP 4: 

Connect the air source and the controller to the 
packer and inflate it up to its basic posiAon: 
cylindrically shaped but NOT elongated. 
 

STEP 5: 

Apply the protecAve film on the packer. This 
step ensures that the packer is protected from 
any resin and ensures that the packer's lifeAme 
criteria are met.  

STEP 6: 

Once the packer is correctly protected, apply 
the prepared mix of fibres and resin onto the 
packer. Ensure to meet the contact area marks 
according to the repair. 

STEP 7: 

Insert the packer into the pipe. Check that the 
resin-coated surface does not drag across the 
pipe. Place the packer horizontally in the middle 
of the pipe cross-secAon. Observe the 
instrucAons for inserAon stated below. 
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STEP 8: 

Inflate the packer up to its required pressure. 
Personnel are prohibited from entering the 
packer area when the packer is pressurised! 
Never exceed the nominal working pressure of 
the packer. 
 

STEP 9: 

Maintain a constant watch on the inflaAon 
pressure. WARNING 
If noAcing a pressure change, adjust the 
pressure in the packer to the required value, 
however, never exceed the specified working 
pressure. 

STEP 10: 

When finished remove the pressure. Before 
emptying the packer, release the back pressure 
if any. Do not remove the packer unAl the air is 
completely vented from the packer. If the packer 
is not properly protected, it can sAck to the 
hardened resin during rehabilitaAon. If forcibly 
removed from the pipe, the product can get 
damaged 
 

STEP 11: 

Clean and store the deflated packer and other 
equipment acer use. Comply with the 
instrucAons for cleaning and storing of packers. 
 

STEP 12: 

Clean and store the deflated packer and other 
equipment acer use. Comply with the 
instrucAons for cleaning and storing of packers. 
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Non-compliance with the instrucAons for use can result in various injuries. Before using the 
product, please read also full-text instrucAons for use as published at: 

  hUps://www.sanikom.si/pictures/Sanikom_Packer_InstrucAonManual_2024.pdf 

  
 
 

 
 

Refer to the technical data tables as well as product labels for choosing a suitable packer 

  PERSONAL PROTECTIVE EQUIPMENT: 

When using the packers, always ensure you wear the appropriate personal protective 
equipment, including protective clothing, a helmet, goggles, gloves, footwear, and ear 
protection. 

 

 

WARNINGS: 
 

Application temperature range: -20 to +80 °C. The product can be used at temperatures below -
20 °C, but not under -40 °C, for a maximum of 1 hour. At temperatures above +80 °C, usage is 
limited to 30 minutes, and temperatures must not surpass 100 °C. 

 

The standard version of packers is NOT suitable for use in potentially explosive environments. 
 

 

 
Open flame and smoking are forbidden when operating the packers. 

 
 
 

Packers exhibit varying degrees of resistance to different chemical compounds. For specific 
resistance characterisAcs regarding rubber materials, please consult the resistance table or 
directly contact the manufacturer for detailed product specificaAons. 

 
 
DO NOT INFLATE THE PACKERS OUTSIDE THE PIPE!!! DOING SO MAY CAUSE SERIOUS OR EVEN 
FATAL INJURIES!!!! 
 
PERSONNEL ARE PROHIBITED FROM ENTERING THE PACKER AREA WHEN THE PACKER IS 
PRESSURISED!  
 
NEVER EXCEED THE NOMINAL WORKING PRESSURE OF THE PACKER. 


